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Three-eccentric center butterfly valve has the characteristics of strong 

function, small volume, reliable performance, simple matching, large 

flow capacity etc.. Butterfly valve is widely used in food, 

environmental protection, light industry, petroleum, papermaking, 

chemical industry, teaching and research equipment, electric power 

industry automatic control system 

 

‰  STANDARD SPECIFICATION  

Ὲ  Body size DN50~1200 

Ὲ ⱬ Body ratings PN 1.6, 2.5,4.0 MPa 

ANSI Class 150, 300 Lb  

‰ Dimension standard ȁ  

GB, American standard 

ᵣ  Body material  Carbon steel(WCB),  

Ҍ Stainless steel(CF8, CF8M, CF3, CF3M) 

 Seat material ̂HȁY ȁ̃ Ә ̂F̃ 

H,Y, PTFE 

ᵬ  Mode of action ᵬ ȁ ᵬ ̂ ᵝ̃ 

Double-acting/Single-acting type(spring reposition) 

└  Control ῏ ȁ  

Switch type, Adjust type 

ᴆ  Selection of Accessories ȁ ᵝ ȁ ᵝ ῏ȁ ҈ ᴆȁ ꜚ  

Solenoid valve, Locator, Limit switch, F.R.L. COMBINATION UNIT, 

Manual Device 

 

ᶭ  

    Design Basis 
  GB ‰ Standard  ANSI ‰ Standard 

‰ 

    Design standard 
    GB/12238     AP1609 

 

  Face to 

    face 

 dimension 

 

 

Wafer 

    connecting 

    GB/12221      ANSI B16.10 

ῌ  

    Connecting Flange Size 
GB/9113. JB/T79 

ANSI B16.5(2~24") 

ANSI B16.47(26~32") 

 

    Test̀ inspection 
    J B/T9092     API 598 

 

ń ̔ ↓ ῌ └ Ȃ 

Note: The structural length and connecting flange size of butterfly valve series 

    can be designed and manufactured as per users' requirements
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ᴆ  STRUCTURE AND MAIN  MATERIAL TABLE  
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Nö 

ᴆ  

Name of parts 

Material 

C P R 

  1 
ῤΈ   

Inner Hexagon Screw 
  1Cr18Ni9Ti   lCr18Ni9Ti 1Cr18Ni12M02T 

  2 
  

    Bonnet 
    WCB   1Cr18Ni9Ti ZGICr18Ni12M02Ti 

3 
     

    Gasket 

1Cr18Ni9Ti  

 
1Cr18Ni9Ti  lCr18Ni12M02T 

  4 
  

    Seat 

Ҍ + ȁPTFE  

    Stainless Steel + GraphiteȁPTFE 

  5 
  

    Gasket 
  1Cr18Ni9Ti   lCr18Ni9Ti lCr18Ni12M02T 

  6 
  

Butterfly Plate 
    WCB ZGICr18Ni9Ti ZGICr18Ni12M02Ti 

  7 
  

  Straight Pin 
    45   lCr18Ni9Ti lCr18Ni12M02T 

  8 
Ҋ   

  Bottom Cover 
    WCB ZGICr18Ni9Ti ZGICr18Ni12M02Ti 

  9 
  

    Gasket 

Ҍ + ȁPTFE  

    Stainless Steel + GraphiteȁPTFE 

10 
 

    Bushing 

PTFE  

    PTFE Composite Bearings 

11 
ᵣ 

    Body 
    WCB ZGICr18Ni9Ti ZGICr18Ni12M02T 

12 
 

    Stem 
lCr13 lCr18Ni9Ti lCr18Ni12M02Ti 

  13 
  

    Yoke 
    WCB     WCB     WCB 

  14 
  

    Key 
    45     45     45 

  15 
 

     Bushing 

PTFE   

    PTFE Composite Bearings 

  16 
  

    Packing 

ȁPTFE  

    GraphiteȁPTFE 

  17 
  

    Gland 
    WCB ZGICr18Ni9Ti ZGICr18Ni12M02T 

18 
ꜚ  

Pneumatic Actuator 

AT ↓ȁAW ↓ 

    AT SeriesȁAW Series 

ń ̔ ↓ Һ ᴆ ’ ᴆ Ȃ 

Note: The main spare parts and sealing ring material of butterfly valve can be designed for 

    you options according to real working conditions or userôs special requirements.
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Һ ῌ  MAIN OUTLINE AND CONNECTING FLANGE SIZE  

 

PN16 (1.6MPa) Dimension 

Ὲ  

  Nominal 

diameter 

    DN 

Outline Size Connecting Size  

     

Actuator Model 

 

L L1 L2 ͘H Hi D Di D2 f n-�3d 

50 108 159/211 83/95 277/205 65 165 125 99 3 4-�318 AT063D/AT075S 

65 112 211/248 95/107 287/315 75 185 145 118 3 4-�318 AT075D/AT088S 

80 114 248/269 107/123 365/375 85 200 160 132 3 8-�318 AT088D/AT100S 

100 127 269/315 123/141 420/436 130 220 180 156 3 8- �318 AT100D/AT115S 

125 140 315/345 141/152 436/462 175 250 210 184 3 8-�318 AT115D/AT125S 

150 140 345/409 152/172 466/543 190 285 240 211 3 8-�322 AT125D/AT145S 

200 152 409/438 172/187 593/665 215 340 295 266 3 12-�322 AT145D/AT160S 

250 165 438/550 187/215 682/752 265 405 355 319 3 12-�326 AT160D/AT190S 

300 178 550/600 215/240 725/772 305 460 410 370 4 12-�326 AT190D/AT210S 

350 190 600/633 240/262 832/880 340 520 470 429 4 16-�326 AT210D/AT240S 

400 216 633/730 262/330 862/968 360 580 525 480 4 16-�330 AT240D/AT270S 

450 222 633/1700 262/440 945/1005 400 640 585 548 4 20-�330 AT240D/AW25S 

500 229 730/1700 330/440 1058/1060 430 715 650 609 4 20-�333 AT270D/AW25S 

600 267 1180/1700 365/440 1108/1195 190 840 770 720 5 20-�336 AW20/AW25S 

700 292 1320/1970 440/480 1170/1255 555 910 840 794 5 24-�336 AW25/AW28S 

800 318 1430/2700 480/560 1325/1365 620 1025 950 901 5 24-�339 AW28/AW35S 


